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TO	  SUPPLY	  AND	  DELIVER	  ORTHODONTIC	  HAND	  INSTRUMENTATION	  
TO	  UNIVERSITI	  SAINS	  MALAYSIA	  

TECHNICAL	  SPECIFICATION	  SCHEDULE	  
	  
QUOTATION	  NO.	  :	  	  S/A/IPPT/17/07	  

ITEM	  
NO.	   UNIVERSITY’S	  DESCRIPTION	  

QUANTITY	  
BIDDER’S	  

SPECIFICATION	  
(Please	  Write	  Your	  
Specification	  In	  This	  

Column)	  

TECHNICAL	  
EVALUATION	  

(FOR	  OFFICIAL	  USE	  
ONLY)	  IPPT	   HUSM	  

(PPSG)	  
	  
A	  
	  
	  
B	  
	  
	  
	  
	  
C	  
	  
	  
	  
	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
ITEM’S	  NAME	  
Hand	  instruments	  for	  clinical	  orthodontics.	  
	  
DESCRIPTION	  
Hand	  instruments	  are	  required	  for	  various	  orthodontic	  procedures	  including	  bonding,	  fixed	  
adjustment,	  wire	  bending	  and	  debonding.	  These	  instruments	  are	  to	  equip	  eight	  (8)	  dental	  
workstations	  in	  IPPT,	  and	  two	  (2)	  in	  PPSG.	  
	  
ESSENTIAL	  COMPONENTS	  
1.	  Examination	  kit	  
2.	  Case	  assessment	  tools	  
3.	  Bonding	  and	  banding	  kit	  
4.	  Fixed	  adjustment	  kit	  
5.	  Debonding	  kit	  
6.	  Pliers	  and	  spatula	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  

	  



	   	   	   	   	   	   	  	  	  	  	  	  	  	  	  	  	  	  
USM/JBEND/1/SP/BR/PLW6	  

	  

Page	  2	  of	  12	  
	  	  

ITEM	  
NO.	   UNIVERSITY’S	  DESCRIPTION	  

QUANTITY	  
BIDDER’S	  

SPECIFICATION	  
(Please	  Write	  Your	  
Specification	  In	  This	  

Column)	  

TECHNICAL	  
EVALUATION	  

(FOR	  OFFICIAL	  USE	  
ONLY)	  IPPT	   HUSM	  

(PPSG)	  
D	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

TECHNICAL	  SPECIFICATION	  
	  
1. Examination	  Kit	  

1.1. Probe	  
1.1.1. Shall	  be	  made	  from	  good	  quality	  stainless	  steel	  (no	  18/8)	  with	  a	  polished	  finish.	  
1.1.2. Shall	  have	  an	  antirust	  property.	  
1.1.3. Shall	  be	  autoclavable.	  	  
1.1.4. Shall	  have	  a	  serrated	  handle	  for	  easy	  grip.	  
1.1.5. Shall	  be	  supplied	  as	  explorer	  probe	  no	  9.	  
1.1.6. Shall	  have	  length	  up	  to	  150	  mm	  

	  
1.2. Mouth	  mirror	  and	  handle	  

1.2.1. Mouth	  mirrors	  
1.2.1.1. Shall	  have	  frame	  made	  from	  good	  quality	  stainless	  steel	  (no	  18/8)	  with	  a	  

polished	  finish.	  
1.2.1.2. Shall	  have	  an	  antirust	  property.	  
1.2.1.3. Shall	  be	  autoclavable.	  
1.2.1.4. Shall	  have	  smooth	  finished	  for	  patient	  comfort.	  
1.2.1.5. Shall	  have	  diameter	  up	  to	  30mm.	  
1.2.1.6. Shall	  have	  front	  mouth	  mirror	  and	  fog	  free.	  
1.2.1.7. Shall	  be	  provided	  up	  to	  12	  pieces	  per	  box	  

	  
1.2.2. Handle	  

1.2.2.1. Shall	  be	  made	  from	  good	  quality	  stainless	  steel	  (no	  18/8)	  with	  a	  polished	  
finish.	  

1.2.2.2. Shall	  include	  a	  millimetre	  scale	  measurement.	  	  
1.2.2.3. Shall	  be	  simple	  thread,	  solid,	  satin-‐finished	  and	  round.	  
1.2.2.4. Shall	  have	  length	  up	  to	  120	  mm	  
1.2.2.5. Shall	  fit	  mouth	  mirror	  provided	  in	  1.2.1	  

	  
1.3. Tweezer	  

1.3.1. 	  Shall	  be	  non-‐interlocking	  tweezer.	  
1.3.2. 	  Shall	  be	  corrosion	  free.	  
1.3.3. 	  Shall	  be	  autoclavable.	  
1.3.4. 	  Shall	  have	  hinged	  in	  the	  middle.	  
1.3.5. 	  Shall	  have	  length	  up	  to	  160mm.	  

	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

40	  boxes	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  

	  
	  
	  
	  

100	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

100	  boxes	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

100	  pieces	  
	  
	  
	  
	  
	  
	  
	  

100	  pieces	  
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ITEM	  
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QUANTITY	  
BIDDER’S	  
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1.4. Metal	  ruler	  
1.4.1. Shall	  be	  made	  from	  stainless	  steel.	  
1.4.2. Shall	  be	  1mm	  thickness.	  
1.4.3. Shall	  be	  straight	  ruler	  type.	  
1.4.4. Shall	  be	  150mm	  in	  length.	  
1.4.5. Shall	  be	  autoclavable.	  

	  
1.5. Divider	  

1.5.1. Shall	  be	  up	  to	  115mm	  in	  length.	  	  
1.5.2. Shall	  have	  measuring	  range	  up	  to	  95mm.	  	  
1.5.3. Shall	  be	  used	  to	  measure	  study	  models	  and	  intraorally.	  	  
1.5.4. Shall	  be	  made	  from	  surgical	  stainless	  steel.	  	  
1.5.5. Shall	  be	  autoclavable.	  

	  
2. Case	  Assessment	  Tools	  

2.1. 	  PAR	  Index	  autoclavable	  ruler	  
2.1.1. Shall	  have	  7	  components	  for	  scoring:	  labial	  irregularity	  (upper	  and	  lower),	  

buccal	  occlusion	  (left	  and	  right),	  overjet,	  overbite,	  centreline.	  
2.1.2. Shall	  be	  autoclavable.	  
2.1.3. Shall	  be	  made	  from	  stainless	  steel.	  
2.1.4. Shall	  have	  length	  up	  to	  120	  mm.	  	  

	  
2.2. Autoclavable	  IOTN	  DHC	  ruler	  

2.2.1. Shall	  have	  five	  scoring	  grades:	  Grade	  1,	  Grade	  2,	  Grade3,	  Grade	  4,	  Grade	  5	  	  
2.2.2. Shall	  be	  made	  of	  stainless	  steel.	  
2.2.3. Shall	  be	  autoclavable.	  
2.2.4. Shall	  have	  length	  up	  to	  120	  mm.	  

	   	  
2.3. Cephalometric	  tracing	  box	  

2.3.1. Shall	  be	  made	  of	  all	  metal	  light	  box	  
2.3.2. Shall	  have	  a	  full	  8.5	  inch	  x	  11	  inch	  viewing	  surface	  supplied	  with	  standard	  

daylight	  fluorescent	  lamp	  	  
2.3.3. Shall	  be	  small	  enough	  to	  be	  used	  on	  a	  desk.	  	  
2.3.4. Shall	  have	  adjustable	  leg	  bar	  for	  easy	  cephalometric	  viewing.	  	  
2.3.5. Shall	  have	  power	  supply	  up	  to	  250	  volt,	  13	  amp	  and	  2.5	  meter	  wire	  plug.	  

	  

40	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  

6	  pieces	  
	  
	  
	  
	  
	  
	  

6	  pieces	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  
	  

5	  pieces	  
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ITEM	  
NO.	   UNIVERSITY’S	  DESCRIPTION	  

QUANTITY	  
BIDDER’S	  

SPECIFICATION	  
(Please	  Write	  Your	  
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TECHNICAL	  
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(PPSG)	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

2.4. Cephalometric	  tracing	  protractor	  	  	  
2.4.1. Shall	  have	  a	  combination	  of	  protractor,	  tooth	  templates	  and	  parallel	  lines.	  
2.4.2. Shall	  be	  made	  of	  clear	  plastic	  material.	  
2.4.3. Shall	  have	  diameter	  up	  to	  100	  mm.	  

	  
2.5. Archform	  template	  

2.5.1. Shall	  be	  made	  from	  clear	  plastic.	  
2.5.2. Shall	  supplied	  in	  a	  pack	  of	  three	  (3)	  archform	  types:	  Square,	  Ovoid	  and	  Tapered	  

in	  set	  
	  

3. Bonding	  and	  banding	  kit	  
3.1. Separator	  forcep	  

3.1.1. Shall	  have	  curved	  beaks.	  
3.1.2. Shall	  be	  reverse	  action.	  
3.1.3. Shall	  have	  non-‐slip	  grooved	  tip.	  	  
3.1.4. Shall	  be	  made	  from	  stainless	  steel.	  	  
3.1.5. Shall	  be	  autoclavable.	  
3.1.6. Shall	  have	  length	  up	  to	  150	  mm.	  

	  
3.2 Bracket	  tweezer	  –	  Reverse	  action	  

3.2.1. Shall	  be	  made	  from	  high	  quality	  stainless	  steel.	  
3.2.2. Shall	  be	  autoclavable.	  
3.2.3. Shall	  be	  reverse	  action.	  
3.2.4. Shall	  have	  downward	  slope	  of	  the	  forearm.	  	  
3.2.5. Shall	  have	  convex	  reverse	  end.	  	  
3.2.6. Shall	  have	  length	  up	  to	  140	  mm.	  

	  
3.3 Molar	  tube	  tweezer	  

3.3.1 Shall	  be	  made	  from	  high	  quality	  stainless	  steel.	  
3.3.2 Shall	  be	  autoclavable.	  
3.3.3 Shall	  have	  non-‐slip	  grip	  handle.	  
3.3.4 Shall	  allow	  placements	  of	  buccal	  tubes.	  
3.3.5 Shall	  have	  small	  end	  tips	  that	  can	  be	  inserted	  into	  the	  tube	  slot.	  	  
3.3.6 Shall	  be	  up	  to	  115	  mm	  in	  length.	  

	  
	  

5	  pieces	  
	  
	  
	  
	  

5	  sets	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  

30	  pieces	  
	  
	  
	  
	  
	  
	  
	  

30	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  

5	  sets	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  

30	  pieces	  
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ITEM	  
NO.	   UNIVERSITY’S	  DESCRIPTION	  

QUANTITY	  
BIDDER’S	  

SPECIFICATION	  
(Please	  Write	  Your	  
Specification	  In	  This	  

Column)	  

TECHNICAL	  
EVALUATION	  

(FOR	  OFFICIAL	  USE	  
ONLY)	  IPPT	   HUSM	  

(PPSG)	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

3.4 Band	  pusher	  
3.4.1 Shall	  be	  made	  from	  high	  quality	  stainless	  steel.	  
3.4.2 Shall	  be	  autoclavable.	  
3.4.3 Shall	  have	  serrated	  rectangular	  tip.	  	  
3.4.4 Shall	  be	  able	  to	  be	  used	  to	  adapt	  the	  molar	  bands.	  	  
3.4.5 Shall	  be	  up	  to	  145mm	  in	  length.	  

	  
3.5 Band	  seater	  

3.5.1 Shall	  have	  tip	  made	  of	  hardened	  cobalt-‐based	  alloy.	  
3.5.2 Shall	  have	  plastic	  handle.	  
3.5.3 Shall	  have	  serrated,	  triangular	  tip.	  
3.5.4 Shall	  be	  up	  to	  140mm	  in	  length.	  
3.5.5 Shall	  be	  autoclavable.	  

	  
3.6 Bite	  Stick	  

3.6.1 Shall	  be	  made	  with	  plastic	  that	  can	  withstand	  temperature	  up	  to	  390	  degree	  
Celcius.	  

3.6.2 Shall	  have	  regular	  insert	  which	  is	  triangular	  in	  shape.	  
3.6.3 Can	  be	  autoclave	  and	  cold	  sterilized.	  
3.6.4 Shall	  have	  length	  up	  to	  130mm.	  

	  
3.7 Instrument	  organiser	  –	  small	  

3.7.1 Shall	  be	  used	  to	  store	  orthodontic	  hand	  instruments.	  
3.7.2 Shall	  be	  in	  size	  not	  be	  more	  than	  150mm	  x	  180mm	  x	  40mm	  (wide	  x	  length	  x	  

thickness).	  
3.7.3 Shall	  include	  silicone	  instrument	  racks	  for	  trays	  about	  30mm	  height.	  
3.7.4 Shall	  fit	  maximum	  6	  hand	  instruments.	  
3.7.5 Shall	  be	  made	  of	  stainless	  steel.	  
3.7.6 Shall	  be	  autoclavable.	  
	  

3.8 Instrument	  organiser	  –	  large	  
3.8.1 Shall	  be	  used	  to	  store	  orthodontic	  hand	  instruments.	  
3.8.2 Shall	  be	  in	  size	  not	  be	  more	  than	  200mm	  x	  300mm	  x	  40mm	  (wide	  x	  length	  x	  

thickness).	  
3.8.3 Shall	  include	  silicone	  instrument	  racks	  for	  trays	  about	  30mm	  height.	  
3.8.4 Shall	  fit	  maximum	  15	  hand	  instruments.	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
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(PPSG)	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

3.8.5 Shall	  be	  made	  of	  stainless	  steel.	  
3.8.6 Shall	  be	  autoclavable.	  

	  
4 Fixed	  adjustment	  kit	  

4.2 Ligature	  tucker	  
4.2.1 Shall	  be	  double-‐ended.	  
4.2.2 Shall	  have	  a	  straight	  handle.	  	  
4.2.3 Shall	  have	  a	  notched	  tip	  at	  one	  end	  and	  an	  angled	  notched	  tip	  at	  the	  other	  end.	  
4.2.4 Shall	  be	  able	  to	  tuck	  the	  cut	  ends	  of	  wires.	  
4.2.5 Shall	  be	  up	  to	  175	  mm	  in	  length.	  
4.2.6 Shall	  be	  made	  of	  stainless	  steel.	  
4.2.7 Shall	  be	  autoclavable.	  
	  

4.3 Mitchell	  trimmer	  
4.3.1 Shall	  be	  double	  ended	  instruments.	  
4.3.2 Shall	  have	  chisel	  tip	  at	  one	  end	  and	  spoon	  shaped	  elevator	  at	  the	  other	  hand.	  
4.3.3 Shall	  be	  made	  of	  stainless	  steel.	  
4.3.4 Shall	  be	  autoclavable.	  
4.3.5 Shall	  have	  length	  up	  to	  170	  mm.	  
	  

4.4 Weingert	  plier	  
4.4.1 Shall	  have	  serrated	  beaks.	  	  
4.4.2 Shall	  have	  rounded	  outer	  surface	  of	  beaks.	  	  
4.4.3 Shall	  be	  able	  to	  hold	  archwire.	  
4.4.4 Shall	  be	  up	  to	  150	  mm	  in	  length.	  
4.4.5 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
4.4.6 Shall	  be	  autoclavable.	  

	  
4.5 Scissor	  

4.5.1 Shall	  have	  sharp	  cutting	  edge.	  
4.5.2 Shall	  be	  autoclavable.	  
4.5.3 Made	  from	  high	  quality	  stainless	  steel.	  	  
4.5.4 Shall	  be	  in	  less	  than	  100	  mm	  in	  length.	  
	  

4.6 Micro	  pin	  and	  ligature	  cutter	  
4.6.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  

	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  

40	  pieces	  
	  

	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

30	  pieces	  
	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  

40	  pieces	  
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4.6.2 Shall	  be	  autoclavable.	  
4.6.3 Shall	  have	  cutting	  capacity	  up	  to	  .012	  inches	  in	  diameter.	  
4.6.4 Shall	  have	  length	  up	  to	  130	  mm.	  

	  
4.7 Distal	  end	  cutter	  

4.7.1 Shall	  have	  a	  safety	  handle.	  
4.7.2 Shall	  be	  able	  to	  hold	  the	  cut	  wires.	  
4.7.3 Shall	  be	  able	  to	  cut	  up	  to	  0.021	  inches	  x	  0.025	  inches	  in	  dimension	  of	  archwire.	  
4.7.4 Shall	  be	  up	  to	  150	  mm	  in	  length.	  
4.7.5 Shall	  have	  a	  flush	  cut.	  
4.7.6 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
4.7.7 Shall	  be	  autoclavable.	  

	  
4.8 Bird	  beak	  plier	  with	  cutter	  

4.8.1 Shall	  be	  use	  on	  wires	  up	  to	  0.030	  inches	  in	  diameter.	  
4.8.2 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
4.8.3 Shall	  be	  autoclavable.	  
4.8.4 Shall	  have	  length	  up	  to	  120	  mm.	  
	  

4.9 Standard	  mosquito	  forcep	  
4.9.1 Shall	  be	  able	  to	  place	  orthodontic	  modules.	  
4.9.2 Shall	  be	  up	  to	  130	  mm	  in	  length.	  
4.9.3 Shall	  be	  autoclavable.	  
4.9.4 Shall	  have	  serrated,	  straight	  ends.	  
4.9.5 Shall	  have	  locking	  handle.	  

	  
4.10 Mathieu	  needle	  holder	  

4.10.1 Shall	  be	  made	  of	  good	  quality	  stainless	  steel.	  
4.10.2 Shall	  be	  autoclavable.	  
4.10.3 Shall	  have	  fine,	  serrated	  tips.	  	  
4.10.4 Shall	  have	  a	  quick-‐release	  positive	  locking	  mechanism	  on	  the	  rear	  of	  the	  

handles.	  
4.10.5 Shall	  have	  free-‐sliding	  leaf	  spring	  on	  the	  inner	  surface.	  	  
4.10.6 Shall	  have	  length	  up	  to	  140	  mm.	  

	  
	  

	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  

80	  pieces	  
	  
	  
	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
	  

40	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  

80	  pieces	  
	  
	  
	  
	  
	  
	  

30	  pieces	  
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5 Debonding	  kit	  
5.2 Bracket	  remover	  

5.2.1 Shall	  be	  made	  of	  good	  quality	  stainless	  steel.	  
5.2.2 Shall	  be	  autoclavable.	  
5.2.3 Shall	  have	  length	  up	  to	  120	  mm.	  
5.2.4 Shall	  be	  supplied	  in	  two	  (2)	  types:	  

5.2.4.1 Straight.	  	  
5.2.4.2 Angled.	  

	  
5.3 Band	  removing	  plier	  (long	  beak)	  

5.3.1 Shall	  be	  made	  from	  high	  quality	  stainless	  steel.	  
5.3.2 Shall	  be	  autoclavable.	  
5.3.3 Shall	  have	  long	  chisel-‐tip	  beak.	  
5.3.4 Shall	  have	  replaceable	  plastic-‐padded	  tip.	  
5.3.5 Shall	  be	  able	  to	  remove	  posterior	  bands.	  
5.3.6 Shall	  be	  able	  to	  remove	  direct	  bonded	  attachments.	  
5.3.7 Shall	  be	  up	  to	  130	  mm	  in	  length.	  
	  

5.4 Band	  removing	  plier	  (short	  beak)	  
5.4.1 Shall	  be	  made	  from	  high	  quality	  stainless	  steel.	  
5.4.2 Shall	  be	  autoclavable.	  
5.4.3 Shall	  have	  long	  chisel-‐tip	  beak.	  
5.4.4 Shall	  have	  replaceable	  plastic-‐padded	  tip.	  
5.4.5 Shall	  be	  able	  to	  remove	  posterior	  bands.	  
5.4.6 Shall	  be	  able	  to	  remove	  direct	  bonded	  attachments.	  
5.4.7 Shall	  be	  up	  to	  125	  mm	  in	  length.	  
	  

6 Pliers	  and	  spatula	  
6.2 Crimpable	  hook	  plier	  	  

6.2.1 Shall	  be	  made	  of	  good	  quality	  stainless	  steel.	  
6.2.2 Shall	  be	  autoclavable.	  
6.2.3 Shall	  have	  a	  tip	  that	  can	  hold	  crimpable	  ball	  post	  and	  hook.	  
6.2.4 Shall	  have	  length	  up	  to	  120	  mm.	  

	  
	  
	  

	  
	  
	  
	  
	  
	  

30	  pieces	  
30	  pieces	  

	  
10	  pieces	  

	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  
	  

	  
	  
	  
	  
	  
	  

30	  pieces	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
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6.3 De	  La	  Rosa	  plier	  
6.3.1 Shall	  be	  made	  of	  good	  quality	  stainless	  steel.	  
6.3.2 Shall	  be	  autoclavable.	  
6.3.3 Shall	  have	  a	  beak	  with	  grooves.	  
6.3.4 Shall	  be	  used	  for	  archwire	  size	  up	  to	  .021	  inches	  x	  0.025	  inches	  in	  dimension.	  
6.3.5 Shall	  have	  length	  up	  to	  120	  mm.	  

	  
6.4 Torquing	  plier	  –	  male/female	  

6.4.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel	  with	  good	  finish	  
6.4.2 Shall	  be	  autoclavable.	  
6.4.3 Shall	  be	  used	  to	  make	  third	  order	  bend	  on	  archwire	  up	  to	  0.021	  inches	  x	  0.025	  

inches	  in	  dimension.	  	  
6.4.4 Shall	  have	  bevelled	  edges.	  
6.4.5 Shall	  be	  supplied	  in	  a	  set	  of	  male	  and	  female	  pliers.	  
6.4.6 Shall	  have	  length	  up	  to	  120	  mm.	  

	  
6.5 Rose	  torqueing	  plier	  with	  key	  

6.5.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel	  with	  good	  finish.	  
6.5.2 Shall	  be	  autoclavable.	  
6.5.3 Shall	  be	  used	  on	  archwire	  up	  to	  0.021	  inches	  x	  0.025	  inches	  in	  dimension.	  
6.5.4 Shall	  have	  length	  up	  to	  120	  mm.	  
6.5.5 Shall	  be	  supplied	  with	  a	  0.018	  inches/0.022	  inches	  key	  in	  a	  set.	  
	  

6.6 Tweed	  arch	  forming	  plier	  
6.6.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
6.6.2 Shall	  be	  autoclavable.	  
6.6.3 Shall	  have	  blades	  that	  are	  parallel	  at	  0.020	  inches	  opening.	  
6.6.4 Shall	  be	  used	  on	  archwire	  size	  up	  to	  0.021	  inches	  x	  0.025	  inches	  diameter.	  
6.6.5 Shall	  have	  length	  up	  to	  120mm.	  

	  
6.7 Hard	  wire	  cutter	  	  

6.7.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
6.7.2 Shall	  be	  autoclavable.	  
6.7.3 Shall	  be	  used	  to	  cut	  pin	  and	  wire	  up	  to	  0.021	  inches	  x	  0.025	  inches	  in	  

dimension.	  
6.7.4 Shall	  have	  inserted	  tips.	  

10	  pieces	  
	  
	  
	  
	  
	  
	  

10	  sets	  
	  
	  
	  
	  
	  
	  
	  
	  

10	  sets	  
	  
	  
	  
	  
	  
	  

20	  pieces	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  

2	  pieces	  
	  
	  
	  
	  
	  
	  

5	  sets	  
	  
	  
	  
	  
	  
	  
	  
	  

10	  sets	  
	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
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6.7.5 Shall	  have	  length	  up	  to	  120	  mm	  
	  

6.8 Heavy	  duty	  three-‐jaw	  plier	  
6.8.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
6.8.2 Shall	  be	  autoclavable.	  
6.8.3 Shall	  have	  the	  two-‐beak	  jaw	  as	  one-‐piece	  construction.	  	  
6.8.4 Shall	  be	  used	  on	  archwire	  up	  to	  0.030	  inches	  in	  dimension.	  
6.8.5 Shall	  have	  length	  up	  to	  120	  mm.	  

	  
6.9 Jarabak	  plier	  

6.9.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
6.9.2 Shall	  be	  autoclavable.	  	  
6.9.3 Shall	  have	  serrated	  tips	  on	  both	  beaks.	  
6.9.4 Shall	  have	  precision-‐aligned	  grooves.	  	  	  
6.9.5 Shall	  be	  used	  on	  archwire	  size	  up	  to	  0.016	  inches	  in	  diameter.	  
6.9.6 Shall	  have	  length	  up	  to	  120	  mm.	  
	  

6.10 Adams	  plier	  
6.10.1 Shall	  be	  made	  of	  high	  quality	  stainless	  steel.	  
6.10.2 Shall	  be	  autoclavable.	  
6.10.3 Shall	  have	  tips	  made	  of	  tungsten	  carbide.	  
6.10.4 Shall	  have	  length	  up	  to	  140	  mm	  	  
	  

6.11 Spring	  former	  
6.11.1 Shall	  be	  made	  from	  fine	  tungsten	  carbide	  impregnated	  coating	  	  
6.11.2 Shall	  be	  autoclavable.	  	  
6.11.3 Shall	  have	  long	  tapered	  beak	  with	  1	  beak	  have	  round	  and	  1	  beak	  have	  flat	  

surface.	  
6.11.4 Shall	  have	  length	  up	  to	  120	  mm.	  
	  

6.12 Cement	  spatula	  
6.12.1 Shall	  be	  made	  from	  stainless	  steel	  spatula.	  
6.12.2 Shall	  be	  autoclavable.	  
6.12.3 Shall	  be	  supplied	  as	  double-‐ended	  flat	  surface	  with	  round	  edges.	  
6.12.4 Shall	  have	  length	  up	  to	  180	  mm.	  

	  

	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  

5	  pieces	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  

	  
	  

5	  pieces	  
	  
	  
	  
	  
	  
	  

2	  pieces	  
	  
	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  

10	  pieces	  
	  
	  
	  
	  
	  
	  

2	  pieces	  
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E	  

6.13 Flat	  plastic	  instrument	  
6.13.1 Shall	  be	  made	  from	  stainless	  steel.	  
6.13.2 Shall	  be	  autoclavable.	  
6.13.3 Shall	  be	  supplied	  as	  follows	  with	  the	  head	  2	  mm-‐	  2.5	  mm	  x	  10	  mm	  in	  

dimension.	  
6.13.4 Shall	  have	  length	  up	  to	  150	  mm.	  	  

	  
6.14 Alginate	  spatula	  

6.14.1 Used	  in	  mixing	  alginates	  for	  impressions.	  	  
6.14.2 Metal	  blades	  with	  wooden	  handle.	  
6.14.3 Shall	  have	  length	  up	  to	  210	  mm.	  

	  
STANDARD	  REQUIREMENTS	  AND	  INSTRUCTIONS	  
1. Suppliers	  shall	  furnish	  a	  clause-‐by-‐clause	  commentary	  (detail	  comments)	  on	  the	  above	  

requirements.	  The	  supplier	  who	  commented	  with	  texts	  such	  as	  “Yes”,	  “Complied”,	  “Refer	  

to	  catalogue”	  or	  any	  text	  of	  this	  nature	  shall	  be	  considered	  as	  NON-‐RESPONSIVE.	  

2. The	  supplier	  shall	  tag	  and	  highlight	  in	  the	  catalogue	  or	  other	  related	  documents	  the	  

statements	  that	  conform	  to	  the	  specification	  requirements.	  

3. Power	  requirement	  to	  follow	  Malaysia's	  national	  voltage:	  	  230V,	  50	  Hz	  for	  single	  phase.	  

4. Voltage	  stabilizer,	  AVR	  and/or	  UPS	  shall	  be	  included	  if	  required	  for	  the	  performance	  

stability	  of	  the	  item	  offered.	  

5. The	  equipment	  supplied	  must	  be	  brand	  new	  with	  proper	  serial	  number	  to	  prove	  it	  and	  

must	  not	  be	  a	  used	  or	  a	  reconditioned	  instrument.	  

6. The	  equipment	  must	  be	  fully	  installed	  and	  made	  fully	  functioning	  at	  site.	  

7. The	  equipment	  supplied	  must	  be	  warranted	  against	  manufacturing	  defects	  for	  at	  least	  12	  

months	  from	  the	  date	  of	  accepted	  commissioning.	  

8. The	  supplier	  has	  to	  give	  information	  regarding	  their	  servicing	  capabilities	  /	  after	  sales	  

service	  for	  the	  equipment	  quoted.	  

10	  pieces	  
	  
	  
	  
	  
	  
	  

10	  pieces	  

15	  pieces	  
	  
	  
	  
	  
	  
	  

4	  pieces	  
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ITEM	  
NO.	   UNIVERSITY’S	  DESCRIPTION	  

QUANTITY	  
BIDDER’S	  

SPECIFICATION	  
(Please	  Write	  Your	  
Specification	  In	  This	  

Column)	  

TECHNICAL	  
EVALUATION	  

(FOR	  OFFICIAL	  USE	  
ONLY)	  IPPT	   HUSM	  

(PPSG)	  
9. Quotation	  that	  does	  not	  quote	  prices	  exclusive	  of	  tax	  will	  not	  be	  considered.	  

10. Supplier	  shall	  provide	  Original	  Catalogue	  of	  all	  the	  equipment	  supplied.	  

Documentation	  

	  At	  least	  two	  copies	  of	  the	  following	  documents	  in	  English	  must	  be	  provided:	  

1. Operating	  Manual.	  

2. Technical	  Manual.	  

3. Layout	  drawings,	  assembly	  drawings,	  electrical	  and	  hydraulic	  schematics;	  

4. Performance	  test	  certificates.	  

5. Original	  Catalogue.	  

6. Maintenance	  instructions,	  part	  list	  and	  recommended	  spare	  part	  list.	  

7. Manufacturing	  certificates.	  

8. Shop	  drawing	  (if	  applicable).	  

	  

Training	  

1. On	  -‐	  site	  training	  must	  be	  provided	  with	  sufficient	  period	  of	  time.	  

2. The	  training	  must	  include	  theory,	  application	  and	  troubleshooting	  aspects.	  

3. Functioning	  and	  maintenance	  of	  the	  machine.	  

4. Safety	  of	  the	  machine.	  

5. Assembly	  on	  site.	  

6. Schematic	  interpretation.	  

	  
	  


