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TO SUPPLY AND DELIVER “COBALT 57 FLOOD SOURCE WITH FLOOD SHIELD”
TO INSTITUT PERUBATAN DAN PERGIGIAN TERMAJU
UNIVERSITI SAINS MALAYSIA, BERTAM, 13200 KEPALA BATAS, PULAU PINANG
FTECHNICAL SPECIFICATION SCHEDULE
QUOTATION NO. : S/B/IPPT/17/05
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ITEM  NAME	
Cobalt 57 flood source with flood shield.

DESCRIPTIONS
Radioactive material that will be used in Advanced Medical & Dental Institute as a calibration source for daily QC of GE NM/CT 670 SPECT-CT machine. 

ESSENTIAL COMPONENTS
1. Rectangular Cobalt 57 flood source 
2. Flood shield

TECHNICAL SPECIFICATION
1. Rectangular Cobalt 57 flood source
1.1 The activity at least 10 mCi (370 MBq).
1.2 The size of the flood source is at least 23 inch x 16 inch and must meet the GE NM/CT 670 SPECT-CT machine requirements.
1.3 The packaging shall be a Type A and must follow the requirements under Atomic Energy Licensing Act 1984 and Radiation Protection (Transportation) Regulations 1989.
2. Flood shield
2.1 Flood shield shall be provided along with flood source for easily storage and portability with four swivel wheels for greater mobility.
2.2 The flood shield should be ergonomically designed, safe and maneuverable with at least 30 inch x 23 inch of dimension and must be fit the flood source.

STANDARD REQUIREMENTS AND INSTRUCTIONS
a) All of the items shall be delivered to this address:
                 Unit Perubatan Nuklear, Institut Perubatan & Pergigian Termaju, Universiti Sains  
                 Malaysia, Bertam, 13200 Kepala Batas, Pulau Pinang.
b) The cost shall be inclusive of delivery cost. Any cost that come out after the tender has been awarded shall be borne by the vendor.  
c) A copy of all the certification such as product registration, material safety data sheet and radioactive decay chart shall be provided by the supplier.
d) The supplier shall attach a copy of License for Distributing and Transporting Radioactive Substance.
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